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MAX-LED has been known for providing the highest quality LED technology for a several years now. Significant reduction of energy 
consumption, and improvement of lighting parameters, while taking care of modern aesthetics, has always been the foundation of 
our  brand. The most reliable proof confirming the quality of MAX-LED products is the fact, that a significant amount of our customers 
decides to pick MAX-LED products everytime when they’re looking for smart, high quality LED lighting. over 50-pages catalogue con-
tains high quality pictures and sketches. in addition to the standard items that you probably already know, we would like to draw your 
attention especially to the novelties from the industrial lighting section - we believe that they will be a strong selling point.

MAX-LED już od kilku lat słynie z dostarczania najwyższej jakości asortymentu oświetleniowego opartego na technologii LED. Znacz-
ne obniżenie zużycia  energii, oraz poprawa parametrów świetlnych, przy jednoczesnej dbałości o nowoczesną  estetykę, od zawsze 
stanowią podwalinę naszej marki. Najbardziej miarodajnym dowodem potwierdzającym jakość produktów MAX-LED jest fakt, że znacz-
na część naszych odbiorców decydując się na oświetlenie ledowe ponownie wybiera nasz asortyment. Ponad 50-stronicowy katalog, 
zawiera zdjęcia oraz szkice aranżacji. W katalogu oprócz standardowych pozycji, które zapewne już Państwo znacie  znajdą się również 
nowości. Pragniemy zwrócić Państwa uwagę szczególnie na nowości z działu oświetlenia przemysłowego - uważamy,  że będą one 
silnym punktem sprzedażowym.

The pictures of products in the catalogue may differ from the actual products. We reserve the right to printing mistakes and errors. The shape and technical date of all products from this 
catalogue are subject to change without prior notice.

Zdjęcia produktów umieszczone w katalogu mogą odbiegać od produktów znajdujących się w sprzedaży. Zastrzegamy sobie prawo do błędów w druku. Kształt oraz dane techniczne 
wszystkich produktów przedstawionych w katalogu mogą ulec modyfikacji bez wcześniejszego powiadomienia.
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GU10 6W DIMM - dimmable

1,5 W
------------------------------

15W

LED GU10 1,5W SMD
220-240 V, ∆ 120º, Ra>80, Pf=0.4, ø50x55 mm

3000 K 100 lm EAn 5901812464828

6000 K 120 lm EAn 5901812464835

3 W
------------------------------

25W

LED GU10 3W SMD
175-250 V, ∆ 120º, Ra>80, Pf=0.4, ø50x55 mm

3000 K 249 lm EAn 5901812464507

4500 K 259 lm EAn 5901812468574

6000 K 269 lm EAn 5901812468581

5 W
------------------------------

40W

LED GU10 5W SMD
175-250 V, ∆ 120º, Ra>80, Pf=0.5, ø50x55 mm

3000 K 400 lm EAn 5901812465504

4500 K 410 lm EAn 5901812465511

6000 K 420 lm EAn 5901812465528

8 W
------------------------------

60W

LED GU10 8W SMD
175-250 V, ∆ 120º, Ra>80, Pf=0.5, ø50x55 mm

3000 K 700 lm EAn 5901812467324

7 W
------------------------------

55W

LED GU10 7W SMD
175-250 V, ∆ 120º, Ra>80, Pf=0.5, ø50x55 mm

3000 K 576 lm EAn 5901812467249

4500 K 586 lm EAn 5901812467300

6000 K 596 lm EAn 5901812467317

6 W
------------------------------

50W

LED GU10 6W SMD DIMM  
220-240 V, ∆ 120º, Ra>70, Pf=0.75, ø50x62 mm

3000 K 450 lm EAn 5901812466518

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED BULB gU10 sMD

LED GU10 SMD 
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion

Enjoy the charms of 
dimmed LED lighting.

Korzystaj z uroków 
nastrojowego ściem-
nianego światła LED.

6 W Light bulb GU10 DIMM 
with warm - white tempera-
ture color and light dimmer 
gives a possibility to regulate 
intensity of light.

Żarówka GU10 DIMM  
o mocy 6W oraz tempera-
turze barwy ciepłej białej 
w połączeniu ze ściemnia-
czem światła daje możliwość 
płynnego regulowania natę-
żenia światła w żarówce.
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GU11 230V - technical parameters

MR11 230V - technical parameters

MR11 12V - technical parameters
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A B

GU
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 | G
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1/
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3 W
------------------------------

30W

LED GU11 3W SMD 230V 
170-260 V, ∆ 25º, Ra>80, Pf=0.5, ø35x43 mm

3000 K 200 lm EAn 5901812464965

6000 K 220 lm EAn 5901812465719

3 W
------------------------------

30W

LED MR11 3W SMD 230V
220-240 V, ∆ 25º, Ra>80, Pf=0.5, ø35x38 mm

3000 K 200 lm EAn 5901812465740

6000 K 220 lm EAn 5901812465757

3 W
------------------------------

30W

LED MR11 3W SMD 12V
12V AC/DC, ∆ 25º, Ra>80, Pf=0.5, ø35x38 mm

3000 K 200 lm EAn 5901812465726

6000 K 220 lm EAn 5901812465733

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED BULBs gU11/MR11 sMD

LED GU11/ MR11 SMD
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion

LED GU11 3W               LED MR11 3W
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MR16 12V - technical parameters

MR16 230V - technical parameters

Ø

L

5 W
------------------------------

40W

LED MR16 5W SMD 12V
12V AC/DC, ∆ 120º, Ra>80, Pf=0.5, ø50x50 mm

3000 K 410 lm EAn 5901812466099

4500 K 420 lm EAn 5901812466402

5 W
------------------------------

40W

LED MR16 5W SMD 230V
220-240 V, ∆ 120º, Ra>80, Pf=0.5, ø50x54 mm

3000 K 410 lm EAn 5901812467904

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED BULB MR16 sMD

LED MR16 SMD
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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c30 E14 small base - technical parameters

M
R1

6 
| C

30
 E

14

3 W
------------------------------

25W

LED C30 E14 3W SMD
220-240 V, ∆ 160º, Ra>80, Pf=0.4, ø37x99 mm

3000 K 249 lm EAn 5901812464064

5 W
------------------------------

40W

LED C30 E14 5W SMD
175-250 V, ∆ 160º, Ra>80, Pf=0.5, ø37x99 mm

3000 K 396 lm EAn 5901812464903

4500 K 420 lm EAn 5901812464910

7 W
------------------------------

55W

LED C30 E14 7W SMD
175-250 V, ∆ 160º, Ra>80, Pf=0.5, ø37x99 mm

3000 K 638 lm EAn 5901812467287

4500 K 648 lm EAn 5901812467294

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED BULBs c30 sMD

LED C30 E14 SMD
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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L

Ø

A BLED B45 E14                  LED B45 E27 

BA

E14 B45 sMD small base - technical parameters

E27 B45 sMD small base - technical parameters

3 W
------------------------------

25W

LED B45 E14 3W SMD
175-250 V, ∆ 160º, Ra>80, Pf=0.5, ø45x79 mm

3000 K 249 lm EAn 5901812464484

5 W
------------------------------

40W

LED B45 E14 5W SMD
175-250 V, ∆ 160º, Ra>80, Pf=0.5, ø45x79 mm

3000 K 396 lm EAn 5901812465832

4500 K 416 lm EAn 5901812467379

7 W
------------------------------

55W

LED B45 E14 7W SMD
175-250 V, ∆ 160º, Ra>80, Pf=0.5, ø45x79 mm

3000 K 638 lm EAn 5901812467355

4500 K 648 lm EAn 5901812467362

3 W
------------------------------

25W

LED B45 E27 3W SMD
175-250 V, ∆ 160º, Ra>80, Pf=0.5, ø45x79 mm

3000 K 249 lm EAn 5901812464491

5 W
------------------------------

40W

LED B45 E27 5W SMD
175-250 V, ∆ 160º, Ra>80, Pf=0.5, ø45x79 mm

3000 K 396 lm EAn 5901812466105

4500 K 416 lm EAn 5901812466112

7 W
------------------------------

55W

LED B45 E27 7W SMD
175-250 V, ∆ 160º, Ra>80, Pf=0.5, ø45x79 mm

3000 K 638 lm EAn 5901812467331

4500 K 648 lm EAn 5901812467348

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED BULB B45 sMD

LED B45 E14/E27 SMD
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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A60 10W SMD - 4500K beam angle ∆ 270º

A60 E27 SMD - 3000K beam angle ∆ 160º

BA

A BLED A60  ∆ 160º           LED A60  ∆ 270º

B4
5 

E1
4/

27
 | A

60

10 W
------------------------------

60W

A60 10W SMD
175-250 V, ∆ 270º, Ra>80, Pf=0.5, ø60x113 mm

4500 K 825 lm EAn 5901812464996

10 W
------------------------------

60W

A60 10W SMD
175-250 V, ∆ 160º, Ra>80, Pf=0.5, ø60x112 mm

3000 K 806 lm EAn 5901812464071

12 W
------------------------------

75W

A60 12W SMD
175-250 V, ∆ 160º, Ra>80, Pf=0.5, ø60x112 mm

3000 K 1055 lm EAn 5901812464897

15 W
------------------------------

100W

A60 15W SMD
175-250 V, ∆ 160º, Ra>80, Pf=0.5, ø60x118 mm

3000 K 1521 lm EAn 5901812466396

A60 10W DIMM - dimmable

Enjoy the charms of 
dimmed LED lighting.

Korzystaj z uroków 
nastrojowego ściem-
nianego światła LED.

Bulb A60 DIMM 10W is 
equipped with the light dim-
mer. thanks to that you can 
seamlessly adjust the inten-
sity of light.

Żarówka A60 DIMM  
o mocy 10W, oraz tempera-
turze barwy ciepłej białej,  
w połączeniu ze ściemnia-
czem światła, daje możliwość 
płynnego regulowania natę-
żenia światła w żarówce.

10 W
------------------------------

60W

A60 10W SMD DIMM
175-250 V, ∆ 160º, Ra>80, Pf=0.5, ø60x112 mm

3000 K 806 lm EAn 5901812467256

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED BULBs A60 sMD

LED A60 E27 SMD
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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A BLED R63 sMD               LED g120 gLoBE sMD

B

A

E27 R63 sMD - technical parameters

E27 G120 GLOBE sMD - technical parameters

9 W
------------------------------

55W

LED R63 E27 9W SMD
175-250 V, ∆ 120º, Ra>80, Pf=0.5, ø63x100 mm

3000 K 638 lm EAn 5901812467263

18 W
------------------------------

100W

LED G120 GLOBE E27 18W SMD
175-250 V, ∆ 240º, Ra>80, Pf=0.5, ø120x156,5 mm

3000 K 1521 lm EAn 5901812467270

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED BULB g120 gLoBE sMD

LED R63, G120 GLOBE SMD
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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E14 C30 FiLAMEnt - technical parameters

E27 A60 FiLAMEnt - technical parameters

E27 G125 FiLAMEnt - technical parameters

C
B

A

A B CFILAMENT:             LED g125              LED A60            LED c30

4 W
------------------------------

35W

LED C30 4W fILAMENT
220-240 V, ∆ 300º, Ra>80, Pf=0.4, ø35x96 mm

2700 K 400 lm EAn 5901812465610

6 W
------------------------------

50W

LED A60 6W fILAMENT
175-250 V, ∆ 300º, Ra>80, Pf=0.5, ø59x98 mm

2700 K 600 lm EAn 5901812465603

8 W
------------------------------

60W

LED G125 8W fILAMENT
175-250 V, ∆ 300º, Ra>80, Pf=0.5, ø120x156,5 mm

2700 K 800 lm EAn 5901812468598

R6
3/

GL
OB

E 
| F

IL
AM

EN
T 

G1
25

/A
60

/C
30

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED BULBs c30 sMD

LED FILAMENT G125/A60/C30
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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g4 - technical parameters

W WD D Ø

L L L

A

A

B

B

C

C LED G4 1:1 1,2W             LED G4 2W            LED G4 CORN 3W  

1,2 W
------------------------------

12W

LED G4 1:1 1,2W SMD
12V AC/DC, ∆ 280º, Ra>80, Pf=1.0, 12x36x9 mm

3000 K 100 lm EAn 5901812465115

5000 K 120 lm EAn 5901812465122

2 W
------------------------------

15W

LED G4 ROUND 2W SMD
12V AC/DC, ∆ 180º, Ra>80, Pf=1.0, 20x30x1 mm

3000 K 140 lm EAn 5901812464637

6000 K 160 lm EAn 5901812464644

3 W
------------------------------

20W

LED G4 CORN 3W SMD
12V AC/DC, ∆ 360º, Ra>80, Pf=1.0, ø15x44 mm

3000 K 270 lm EAn 5901812465252

6000 K 290 lm EAn 5901812465269

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED BULBs g4 1:1 sMD

LED G4 SMD
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion

Direction of heat dissipation.
Kierunek odprowadzenia ciepła.
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g9 - technical parameters

W W D Ø

L L L

A

A

B

B

C

C LED G9 2,5W             LED  G9 1:1 2,5W            LED G9 CORN 3,5W  

G4
 | G

9

2,5 W
------------------------------

20W

LED G9 1:1 2,5W SMD
220-240 V, ∆ 280º, Ra>80, Pf=0.8, 16x47x12 mm

3000 K 200 lm EAn 5901812465092

5000 K 220 lm EAn 5901812465108

2,5 W
------------------------------

20W

LED G9 2,5W SMD
220-240 V, ∆ 160º, Ra>80, Pf=0.5, ø17,5x57 mm

3000 K 200 lm EAn 5901812463579

4500 K 210 lm EAn 5901812463586

6000 K 220 lm EAn 5901812463593

3,5 W
------------------------------

25W

LED G9 CORN 3,5W SMD
220-240 V, ∆ 360º, Ra>80, Pf=0.5, ø16,5x50 mm

3000 K 340 lm EAn 5901812465221

4500 K 350 lm EAn 5901812465238

6000 K 360 lm EAn 5901812465245

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED BULBs g9 1:1 sMD

LED G9 SMD
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion

Direction of heat dissipation.
Kierunek odprowadzenia ciepła.
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contRoLLERs

REMotEs

WW/CW
------------------------------

LED CONTROLLER WW/CW

EAn 5901812467225

RgB
------------------------------

LED contRoLLER RgB
EAn 5901812467195
EAn 5901812462114
EAn 5901812462121

RGBW
------------------------------

LED CONTROLLER RGBW

EAn 5901812467201

WW/CW
------------------------------

REMotE contRoL WW/CW

EAn 5901812467232

RGBW
------------------------------

REMOTE CONTROL RGBW

EAn 5901812467218




 contRoLLER + REMotE
KONTROLER + PILOT

FREqUEncY

Wireless RGBW, RGB, WW/CW
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for 
indoor 

use

< 0,2s

50000 h 3528
sMD

< 2s

20000 

< 2s

noRMAL LED stRiPs 300- technical parameters

noRMAL LED stRiPs 600- technical parameters

9,6 W/m
------------------------------

IP20

LED stRiP noRMAL 3528 600 sMD 
12V DC, ∆ 120º, Ra>65, Pf=1, 5 lm na diode

3000 K iP20 EAn 5901812460356

6000 K iP20 EAn 5901812460349

9,6 W/m
------------------------------

IP54

LED stRiP noRMAL 3528 600 sMD 
12V DC, ∆ 120º, Ra>65, Pf=1, 5 lm na diode

3000 K iP54 EAn 5901812460394

6000 K iP54 EAn 5901812460387

+
8 mm

IP54
IP20

W
IR

EL
ES

S 
| L

ED
 S

TR
IP

S 
 N

OR
M

AL

4,8 W/m
------------------------------

IP20

LED stRiP noRMAL 3528 300 sMD 
12V DC, ∆ 120º, Ra>65, Pf=1, 5 lm na diode

3000 K iP20 EAn 5908246771317

6000 K iP20 EAn 5908246771300

4,8 W/m
------------------------------

IP54

LED stRiP noRMAL 3528 300 sMD 
12V DC, ∆ 120º, Ra>65, Pf=1, 5 lm na diode

3000 K iP54 EAn 5908246771379

6000 K iP54 EAn 5908246771362

+
8 mm

Economy class

Starting time

Lifespan Type of LEDs

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED STRIP NORMAL SMD
coMMon tEchnicAL PARAMEtERs

PRoDUcER oF LEDs

MAnUFActURER oF ADhEsiVE tAPE

the possibility of shortening the strips after each 50mm 

300 diodes 5m (reel)

power
Dc 12V

resistor diode
3528 sMD

cutting 
line

the possibility of shortening the strips after each 25mm 

600 diodes 5m (reel)
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for 
indoor 

use

IP20
IP65

< 0,2s

50000 h 2835
sMD

< 2s

20000 

< 2s

Economy class

Starting time

Lifespan Type of LEDs

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

coMMon tEchnicAL PARAMEtERs

LED stRiPs PREMiUM 300 - technical parameters

noRMAL LED stRiPs 300- technical parameters

+
8 mm

the possibility of shortening the strips after each 25mm 

600 diodes 5m (reel)

4,8 W/m
------------------------------

IP20

LED stRiP PREMiUM 2835 300 sMD 
12V DC, ∆ 120º, Ra>80, Pf=0.8, 4-5 lm na diode

3000 K iP20 EAn 5901812467515

4500 K iP20 EAn 5901812467522

6000 K iP20 EAn 5901812467539

4,8 W/m
------------------------------

IP65 NANO

LED stRiP PREMiUM 2835 300 sMD 
12V DC, ∆ 120º, Ra>80, Pf=0.8, 4-5 lm na diode

3000 K iP65 nAno EAn 5901812467546

4500 K iP65 nAno EAn 5901812467553

6000 K iP65 nAno EAn 5901812467560

+
8 mm

10 W/m
------------------------------

IP20

LED stRiP PREMiUM 2835 300 sMD 
12V DC, ∆ 120º, Ra>80, Pf=0,8, 22-24 lm na diode

3000 K iP20 EAn 5901812465962

4500 K iP20 EAn 5901812465979

6000 K iP20 EAn 5901812465986

10 W/m
------------------------------

IP65 NANO

LED stRiP PREMiUM 2835 300 sMD 
12V DC, ∆ 120º, Ra>80, Pf=0,8, 22-24 lm na diode

3000 K iP65 nAno EAn 5901812465993

4500 K iP65 nAno EAn 5901812466006

6000 K iP65 nAno EAn 5901812466013

PRoDUcER oF LEDs

LED STRIP PREMIUM SMD

MAnUFActURER oF ADhEsiVE tAPE

the possibility of shortening the strips after each 50mm 

300 diodes 5m (reel)

power
Dc 12V

resistor diode
3528 sMD

cutting 
line
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IP20
IP65

for 
indoor 

use

< 0,2s

50000 h

< 2s

20000 

< 2s

LED stRiPs MULti 300 - technical parameters

+
WW
CW +

10 mm

5050
sMD

Type of LEDs

LE
D 

ST
RI

PS
 P

RE
M

IU
M

 | M
UL

TI

14,4 W/m
------------------------------

IP20

LED stRiP MULti 5050 300 sMD 
12 V DC, ∆ 120º, Ra>65, Pf=1, 7-8 lm na diode

CW/WW iP20 EAn 5901812467577

14,4 W/m
------------------------------

IP65 NANO

LED stRiP MULti 5050 300 sMD 
12 V DC, ∆ 120º, Ra>65, Pf=1, 7-8 lm na diode

CW/WW iP65 nAno EAn 5901812467584

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED STRIP MULTI WW/CW
coMMon tEchnicAL PARAMEtERs

PRoDUcER oF LEDs

MAnUFActURER oF ADhEsiVE tAPE

the possibility of shortening the strips after each 50mm 

power
Dc 12V

diode
5050 sMD

cutting 
line

300 diodes 5m (reel)

resistor
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for 
indoor 

use

IP20
IP54

< 0,2s

50000 h

< 2s

20000 

< 2s

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

coMMon tEchnicAL PARAMEtERs

LED stRiPs RgB 150 - technical parameters

LED stRiPs RgB 300 - technical parameters

14,4 W/m
------------------------------

IP20/54

LED stRiP RgB 5050 300 sMD 
12V DC, ∆ 120º, Ra>65, Pf=1, 15-16 lm na diode

RgB iP20 EAn 5901812460486

RgB iP54 EAn 5901812460493

+

10 mm

5050
sMD

Type of LEDs

7,2 W/m
------------------------------

IP20/54

LED stRiP RgB 5050 150 sMD 
12V DC, ∆ 120º, Ra>65, Pf=1, 15-16 lm na diode

RgB iP20 EAn 5908246771645

RgB iP54 EAn 5908246771423

+

PRoDUcER oF LEDs

LED STRIP RGB SMD

MAnUFActURER oF ADhEsiVE tAPE

resistor diode
5050 sMD

cutting 
line

10 mm

150 diodes 5m (reel)

the possibility of shortening the strips after each 50mm 

power
Dc 12V

the possibility of shortening the strips after each 100 mm

300 diodes 5m (reel)
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IP20
IP65

for 
indoor 

use

< 0,2s

50000 h

< 2s

20000 

< 2s

LED stRiPs RGBWW 150 - technical parameters

LED stRiPs RGBW 300 - technical parameters

+
g
W R

B

+
g
W R

B

5050
sMD

Type of LEDs

LE
D 

ST
RI

PS
 R

GB
 | R

GB
W

14,4 W/m
------------------------------

IP20

LED STRIP RGBWW 5050 150 SMD 
12V DC, ∆ 120º, Ra>65, Pf=1, 10-12 lm na diode

RGBWW iP20 EAn 5901812468604

19 W/m
------------------------------

IP20

LED STRIP RGBW 5050 300 SMD 
12V DC, ∆ 120º, Ra>65, Pf=1, 10-12 lm na diode

RGBW iP20 EAn 5901812467591

14,4 W/m
------------------------------

IP65 NANO

LED STRIP RGBWW 5050 150 SMD 
12V DC, ∆ 120º, Ra>65, Pf=1, 10-12 lm na diode

RGBWW iP65 nAno EAn 5901812468611

19 W/m
------------------------------

IP65 NANO

LED STRIP RGBW 5050 300 SMD 
12V DC, ∆ 120º, Ra>65, Pf=1, 10-12 lm na diode

RGBW iP65 nAno EAn 5901812467607

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED STRIP RGBW SMD
coMMon tEchnicAL PARAMEtERs

PRoDUcER oF LEDs

MAnUFActURER oF ADhEsiVE tAPE

the possibility of shortening the strips after each 50 mm

the possibility of shortening the strips after each 100 mm

power
Dc 12V

rezistor diode
5050 sMD

cutting 
line

10mm

10mm

150 diodes 5m (reel)

300 diodes 5m (reel)



20 MAX-LED Lighting Technologies - PRODUCTS CATALOGUE 2017

IP20

for 
indoor 

use

0
80

160
240
320
400

< 0,2s

50000 h

< 2s

20000 

< 2s

180

0

270 90

300

240 120

60

330 30

210 150

LED tUBEs t8 ALU sMD - technical parameters

Ø

L

c0-c180

c60-c240

c30-c210

c90-c270

9 W
------------------------------

18W

LED T8 ALU 9W SMD
100-240 V, ∆ 180º, Ra>80, Pf=0.9, ø27x600 mm

4500 K 800 lm EAn 5901812464002

6000 K 820 lm EAn 5901812464330

18 W
------------------------------

36W

LED T8 ALU 18W SMD
100-240 V, ∆ 180º, Ra>80, Pf=0.9, ø27x1200 mm

4500 K 1600 lm EAn 5901812464019

6000 K 1650 lm EAn 5901812464354

23 W
------------------------------

58W

LED T8 ALU 23W SMD
100-240 V, ∆ 180º, Ra>80, Pf=0.9, ø27x1500 mm

4500 K 2400 lm EAn 5901812464026

6000 K 2500 lm EAn 5901812464378

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED tube t8 ALU sMD

LED T8 ALU SMD
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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IP20

for 
indoor 

use

Ø

L

0
92

184
276
368
460

c0-c180 c180-c270

< 0,2s

50000 h

< 2s

20000 

< 2s

180

0

270 90

300

240 120

60

330 30

210 150

t8 Pc nAno sMD - technical parameters

LE
 D

 T
UB

ES
 T

8 
AL

U 
| T

8 
PC

 N
AN

O

10 W
------------------------------

18W

LED PC T8 10W SMD
100-250 V, ∆ 240º, Ra>80, Pf=0.9, ø29,8x600 mm

4500 K 920 lm EAn 5901812466464

6000 K 950 lm EAn 5901812466471

18 W
------------------------------

36W

LED PC T8 18W SMD
100-250 V, ∆ 240º, Ra>80, Pf=0.9, ø29,8x1200 mm

4500 K 1700 lm EAn 5901812466198

6000 K 1750 lm EAn 5901812466488

24 W
------------------------------

58W

LED PC T8 24W SMD
100-250 V, ∆ 240º, Ra>80, Pf=0.9, ø29,8x1500 mm

4500 K 2250 lm EAn 5901812466495

6000 K 2300 lm EAn 5901812466501

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED tubes t8 Pc nAno sMD

LED T8 PC NANO SMD
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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IP30

for 
indoor 

use

0
253
506
759

1013
1266

< 0,2s

50000 h

< 2s

20000 

< 2s

180

0

270 90

300

240 120

60

330 30

210 150

LED PAnELs sMD 60x60 cm - technical parameters

LED PAnELs sMD 30x120 cm - technical parameters

W

L

c0-c180

c60-c240

c30-c210

c90-c270

36 W
------------------------------

IP30

LED PANEL 36W SMD
85-265 V, ∆ 120º, Ra>80, Pf=0.8, 30x120x1,1 cm

4000 K 85 lm/W EAn 5901812466457

36 W
------------------------------

IP30

LED PANEL 36W SMD
85-265 V, ∆ 120º, Ra>80, Pf=0.9, 60x60x1,1 cm

4000 K 85 lm/W EAn 5901812466150

48 W
------------------------------

IP30

LED PANEL 48W SMD
85-265 V, ∆ 120º, Ra>80, Pf=0.9, 30x120x1,1 cm

4000 K 85 lm/W EAn 5901812466440

The product is certified by 
tÜV Rheinland

LgP developed by 
MitsUBishi

MOUNTING LINKS MoUnting As  
A coFFER

MoUnting FLUsh-MoUntED

EAn 5901812466938 EAn 5901812466419 EAn 5901812466426

Additional options
LED Panel - fortification

EVERy LED PANEL SET CONTAINS NECESSARy POWER SUPPLy TO CON-
NECT TO ELECTRICITy NETWORK.!

48 W
------------------------------

IP30

LED PANEL 48W SMD
85-265 V, ∆ 120º, Ra>80, Pf=0.8, 60x60x1,1 cm

4000 K 85 lm/W EAn 5901812466143

A

A

B

B LED PAnEL 60X60 cM              LED PAnEL 30X120 cM

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED PAnEL sMD

LED PANEL SMD
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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IP20

for 
indoor 

use

< 0,2s

50000 h

< 2s

20000 

< 2s

180

0

270 90

300

240 120

60

330 30

210 150

LED MULTI DOWNLIGHT - SQUARE

LED MULTI DOWNLIGHT - ROUND

EVERy LED DOWNLIGHT SET CONTAINS NECESSARy POWER SUPPLy TO 
CONNECT TO ELECTRICITy NETWORK.!
SURFACE + CONCEALED MOUNTING

Ø

D1
/D

2

0
40
60
80

100
120
140
160

c0-c180

LED DOWNLIGHT SMD

LE
 D

 P
AN

EL
 / 

LE
D 

DO
W

NL
IG

HT
 M

UL
TI

6 W
------------------------------

IP20

LED MULTI DOWNLIGHT SQUARE 6W
185-265 V, ∆ 160º, Ra>80, Pf=0.5, 122x10/35 mm

3000 K 390 lm EAn 5901812468437

4500 K 390 lm EAn 5901812468444

6 W
------------------------------

IP20

LED MULTI DOWNLIGHT ROUND 6W
185-265 V, ∆ 160º, Ra>80, Pf=0.5, 122x10/35 mm

3000 K 390 lm EAn 5901812468376

4500 K 390 lm EAn 5901812468383

12 W
------------------------------

IP20

LED MULTI DOWNLIGHT SQUARE 12W
185-265 V, ∆ 160º, Ra>80, Pf=0.5, 172x10/35 mm

3000 K 820 lm EAn 5901812468451

4500 K 820 lm EAn 5901812468468

12 W
------------------------------

IP20

LED MULTI DOWNLIGHT ROUND 12W
185-265 V, ∆ 160º, Ra>80, Pf=0.5, 177x10/35 mm

3000 K 820 lm EAn 5901812468390

4500 K 820 lm EAn 5901812468406

18 W
------------------------------

IP20

LED MULTI DOWNLIGHT SQUARE 18W
185-265 V, ∆ 160º, Ra>80, Pf=0.5, 227x10/35 mm

3000 K 1380 lm EAn 5901812468475

4500 K 1380 lm EAn 5901812468482

18 W
------------------------------

IP20

LED MULTI DOWNLIGHT ROUND 18W
185-265 V, ∆ 160º, Ra>80, Pf=0.5, 226x10/35 mm

3000 K 1380 lm EAn 5901812468413

4500 K 1380 lm EAn 5901812468420

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED DOWNLIGHT SMD
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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IP30

for 
indoor 

use

0
40
60
80

100
120
140
160

c0-c180

< 0,2s

50000 h

< 2s

20000 

< 2s

180

0

270 90

300

240 120

60

330 30

210 150

LED DOWNLIGHT concealed - SQUARE

LED DOWNLIGHT concealed - ROUND

 L

L

12 W
------------------------------

IP30

LED DOWNLIGHT SQUARE 12W SMD
85-265 V, ∆ 160º, Ra>80, Pf=0.9, 170x10 mm

3000 K 900 lm EAn 5901812464613

4500 K 950 lm EAn 5901812465290

18 W
------------------------------

IP30

LED DOWNLIGHT SQUARE 18W SMD
85-265 V, ∆ 160º, Ra>80, Pf=0.9, 225x10 mm

3000 K 1400 lm EAn 5901812464620

4500 K 1480 lm EAn 5901812465306

EVERy LED DOWNLIGHT SET CONTAINS NECESSARy POWER SUPPLy TO 
CONNECT TO ELECTRICITy NETWORK.!

6 W
------------------------------

IP30

LED DOWNLIGHT SQUARE 6W SMD
85-265 V, ∆ 160º, Ra>80, Pf=0.9, 120x10 mm

3000 K 450 lm EAn 5901812464606

6 W
------------------------------

IP30

LED DOWNLIGHT ROUND 6W SMD
85-265 V, ∆ 160º, Ra>80, Pf=0.9, ø 120x10 mm

3000 K 450 lm EAn 5901812464576

12 W
------------------------------

IP30

LED DOWNLIGHT ROUND 12W SMD
85-265 V, ∆ 160º, Ra>80, Pf=0.9, ø 158x10 mm

3000 K 900 lm EAn 5901812464583

4500 K 950 lm EAn 5901812465016

18 W
------------------------------

IP30

LED DOWNLIGHT ROUND 18W SMD
85-265 V, ∆ 160º, Ra>80, Pf=0.9, ø 250x10 mm

3000 K 1400 lm EAn 5901812464590











 GOODS AVAILABLE WHILE STOCKS
TOWAR DOSTĘPNy DO WyCZERPANIA ZAPASÓW

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED DOWNLIGHT SMD

LED DOWNLIGHT SMD
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion

CONCEALED
MOUNTING

CONCEALED MOUNTING
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IP30

for 
indoor 

use

Ø

D

0
40
60
80

100
120
140
160

c0-c180

< 0,2s

50000 h

< 2s

20000 

< 2s

180

0

270 90

300

240 120

60

330 30

210 150

LED DOWNLIGHT surface - SQUARE

LED DOWNLIGHT surface - ROUND

EVERy LED DOWNLIGHT SET CONTAINS NECESSARy POWER SUPPLy TO 
CONNECT TO ELECTRICITy NETWORK.!

S U R FA C E
MOUNTING

DO
W

NL
IG

HT
  C

ON
CE

AL
ED

 | S
UR

FA
CE

12 W
------------------------------

IP30

LED DOWNLIGHT SQUARE 12W SMD
85-265 V, ∆ 160º, Ra>80, Pf=0.9, 172x36 mm

4500 K 950 lm EAn 5901812465337

18 W
------------------------------

IP30

LED DOWNLIGHT ROUND 18W SMD
85-265 V, ∆ 160º, Ra>80, Pf=0.9, ø217x36 mm

4500 K 1480 lm EAn 5901812465320



 GOODS AVAILABLE WHILE STOCKS
TOWAR DOSTĘPNy DO WyCZERPANIA ZAPASÓW

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED DOWNLIGHT SMD

LED DOWNLIGHT SMD
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion

SURFACE MOUNTING
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IP30

for 
indoor 

use

0
100
200
300
400
500

c0-c180

< 0,2s

50000 h

< 2s

20000 

< 2s

180

0

270 90

300

240 120

60

330 30

210 150

PLAFonY LED - technical parameters

PLAFonY LED sensor - technical parameters

Ø

L

D

with 
motion sensor

12 W
------------------------------

IP30

LED PLAfON 12W SMD
220-240 V, ∆ 180º, Ra>80, Pf=0.5, ø280x90 mm

4000 K 800 lm EAn 5901812466174

24 W
------------------------------

IP30

LED PLAfON 24W SMD
220-240 V, ∆ 180º, Ra>80, Pf=0.5, ø380x110 mm

4000 K 1600 lm EAn 5901812466907

12 W
------------------------------

IP30

LED PLAfON MOTION 12W SMD
220-240 V, ∆ 180º, Ra>80, Pf=0.5, ø280x90 mm

4000 K 800 lm EAn 5901812466891

24 W
------------------------------

IP30

LED PLAfON MOTION 24W SMD
220-240 V, ∆ 180º, Ra>80, Pf=0.5, ø380x110 mm

4000 K 1600 lm EAn 5901812466914

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED PLAFon sMD

LED PLAFON SMD
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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IP54

for 
indoor 

use

Ø

LL

DWD

0
100
200
300
400
500

c0-c180

< 0,2s

50000 h

< 2s

20000 

< 2s

180

0

270 90

300

240 120

60

330 30

210 150

LED BULKHEAD LAMP - ROUND with motion sensor

LED BULKHEAD LAMP - OVAL with motion sensor

LED BULKHEAD LAMP - ROUND

LED BULKHEAD LAMP - OVAL

14 W
------------------------------

IP54

LED BULKHEAD 14W ROUND MOTION
220-240 V, ∆ 120º, Ra>70, Pf=0.5, 215x80 mm

4000 K 1000 lm EAn 5901812468345

14 W
------------------------------

IP54

LED BULKHEAD 14W ROUND MOTION
220-240 V, ∆ 120º, Ra>70, Pf=0.5, 212X119x61mm

4000 K 1000 lm EAn 5901812468369

14 W
------------------------------

IP54

LED BULKHEAD 14W ROUND
220-240 V, ∆ 120º, Ra>70, Pf=0.5, 215x80 mm

4000 K 1000 lm EAn 5901812468338

14 W
------------------------------

IP54

LED BULKHEAD 14W ROUND
220-240 V, ∆ 120º, Ra>70, Pf=0.5, 212X119x61mm

4000 K 1000 lm EAn 5901812468352

LE
D 

PL
AF

ON
 | L

ED
 B

UL
KH

EA
D 

LA
M

P

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED BULKHEAD LAMP

LED BULKHEAD LAMP
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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IP20

for 
indoor 

use

0
200
400
600
800

1000

< 0,2s

50000 h

< 2s

20000 

< 2s

180

0

270 90

300

240 120

60

330 30

210 150

LED LinEAR LUMinAiREs - technical parameters

D

L W

40 W
------------------------------

black

LED LINEAR LUMINAIRES 40W SMD
180-264 V, ∆ 180º, Ra>80, Pf=0.9,  120x5x7 cm

4000 K 3700 lm EAn 5901812468673

40 W
------------------------------

silver

LED LINEAR LUMINAIRES 40W SMD
180-264 V, ∆ 180º, Ra>80, Pf=0.9,  120x5x7 cm

4000 K 3700 lm EAn 5901812468680

40 W
------------------------------

white

LED LINEAR LUMINAIRES 40W SMD
180-264 V, ∆ 180º, Ra>80, Pf=0.9,  120x5x7 cm

4000 K 3700 lm EAn 5901812468697

c0-c180 c180-c270

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED LinEAR LUMinAiREs sMD

LED LINEAR LUMINAIRES
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion

BLACK SILVER WHITE
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for 
indoor 

use

IP20
IP65

A

B

A

C

B

CRAstER LUMinAiRE - sqUARE AnD REctAngLE            hERMEtic LUMinAiRE

RASTER LUMINAIRE - sqUARE
▶ electronic ballast or magnetic ballast

RASTER LUMINAIRE - REctAngLE
▶ electronic ballast or magnetic ballast

CEILING LUMINAIRE 
▶ electronic ballast

HERMETIC LUMINAIRE 
▶ electronic ballast

4x18 W RAstER LUMinAiRE concealed 
220-240 V, iP20

2x36 W RAstER LUMinAiRE surface
220-240 V, iP20

1x18 W cEiLing LUMinAiRE 
220-240 V, iP20

1x18 W hERMEtic LUMinAiRE 
220-240 V, iP65

2x18 W cEiLing LUMinAiRE 
220-240 V, iP20

2x18 W hERMEtic LUMinAiRE 
220-240 V, iP65

4x18 W RAstER LUMinAiRE surface 
220-240 V, iP20

1x36 W cEiLing LUMinAiRE 
220-240 V, iP20

1x36 W hERMEtic LUMinAiRE 
220-240 V, iP65

2x36 W cEiLing LUMinAiRE 
220-240 V, iP20

2x36 W hERMEtic LUMinAiRE 
220-240 V, iP65 LE
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INDUSTRIAL LUMINAIRES
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IP20
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indoor 

use

0
200
400
600
800

1000

c0-c180

< 0,2s

50000 h

< 2s

20000 

< 2s

180

0

270 90

300

240 120

60

330 30

210 150

D

L W

tRi-PRoF LinEAR LED - technical parameters

36 W
------------------------------

IP20

TRI-PROf LINEAR LED 36W
100-265 V, ∆ 120º, Ra>80, Pf=0.92 , 120x7,5x2,5cm

4500 K 3520 lm EAn 5901812468628

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

tRi-PRoF LinEAR LED

TRI-PROF LINEAR LED
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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IP65

for 
indoor 

use

< 0,2s

50000 h
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20000 
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tRi-PRoF LinEAR LED - technical parameters

18 W
------------------------------

IP65

TRI-PROf LINEAR LED 18W sMD
170-265V, ∆ 120º, Ra>80, Pf=0.9, 610x82x47 mm

4000 K 1600 lm EAn 5901812468635

36 W
------------------------------

IP65

TRI-PROf LINEAR LED 36W sMD
170-265V, ∆ 120º, Ra>80, Pf=0.9, 1217x82x47 mm

4000 K 3400 lm EAn 5901812468642

45 W
------------------------------

IP65

TRI-PROf LINEAR LED 45W sMD
170-265V, ∆ 120º, Ra>80, Pf=0.9, 1518x82x47 mm

4000 K 3900 lm EAn 5901812468659

60 W
------------------------------

IP65

TRI-PROf LINEAR LED 60W sMD
170-265V, ∆ 120º, Ra>80, Pf=0.9, 1217x82x47 mm

4000 K 6300 lm EAn 5901812468666
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PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

tRi-PRoF LinEAR LED

TRI-PROF LINEAR LED
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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IP65

for 
outdoor 

use
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MR16 12V - technical parameters
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30 W
------------------------------

IP65

FLooDLight LED PRO f-30W SMD
100-240V, ∆ 120º, Ra>80, Pf=0.9, 195x220x65mm

4500 K 2700 lm EAn 5901812467140

50 W
------------------------------

IP65

FLooDLight LED PRO f-50W SMD
100-240V, ∆ 120º, Ra>80, Pf=0.9, 225x270x65mm

4500 K 4650 lm EAn 5901812467157

70 W
------------------------------

IP65

FLooDLight LED PRO f-70W SMD
100-240V, ∆ 120º, Ra>80, Pf=0.9, 275x360x85mm

4500 K 6650 lm EAn 5901812467164

100 W
------------------------------

IP65

FLooDLight LED PRO f-100W SMD
100-240V, ∆ 120º, Ra>80, Pf=0.9, 275x360x85mm

4500 K 9300 lm EAn 5901812467171

200 W
------------------------------

IP65

FLooDLight LED PRO f-200W SMD
100-240V, ∆ 120º, Ra>80, Pf=0.9, 560x386x106mm

4500 K 16000 lm EAn 5901812468710

150 W
------------------------------

IP65

FLooDLight LED PRO f-150W SMD
100-240V, ∆ 120º, Ra>80, Pf=0.9, 310x430x85mm

4500 K 13500 lm EAn 5901812467188

250 W
------------------------------

IP65

FLooDLight LED PRO f-250W SMD
100-240V, ∆ 120º, Ra>80, Pf=0.9, 560x386x106mm

4500 K 20000 lm EAn 5901812468727

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

FLooDLight LED PRo F sMD

FLOODLIGHT LED PRO F SMD 
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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<95
lm/W

IP65 IK08
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FLOODLIGHT LED PRO F SMD 

5 years warranty
To ensure our customers about failsafety and reliability of MAX-LED lighting we extended 

the warranty on this product for 5 years.

IP65 AND A RESISTANCE LEVEL IK08
the flat chamber, with vandal resistant tempered glass and an 
impact resistance IK08, IP65.

FITTING ELEMENTS

ALUMINIUM BODY
the body of the housing is made of 
high quality aluminum alloy,in order 
to dissipate heat efficiently.

DIODES 2835

External screws are made of high quality 
stainless steel.

LED sMD from a reputable manufacturer. 
Optimum light paramethers Pf> 0.9.

FITTING ELEMENTS
External screws are made of high quality 
stainless steel.

gwarancja 5 lat
 Chcąc zapewnić naszych Klientów o bezawaryjności i niezawodności oświetlenia sygno-

wanego logo MAX-LED, wydłużyliśmy gwarancje na ten produkt do 5 lat.

Szczelność ip65 , odporność ik08
Komora zamknięta płaskim kloszem z wandaloodpornego szkła 
hartowanego o odporności udarowej IK08, szczelności IP65. 

eleMenTY MonTAŻoWe

ALUMINIOWY KORPUS
Korpus obudowy wykonany z wyso-
kiej jakości stopu aluminium, pełni 
role radiatora aby efektywne odpro-
wadzić ciepło.

DIODY 2835

Śruby zewnętrzne wykonane z wysokiej 
jakości stali nierdzewnej.

Dioda typu sMD od renomowanego pro-
ducenta. Optymalne parametry świetlne 
Pf>0,9.

eleMenTY MonTAŻoWe
Śruby zewnętrzne wykonane z wysokiej 
jakości stali nierdzewnej.
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IP65
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LED fLOODLIGHT fLOW f - technical parameters

10 W
------------------------------

IP65

LED fLOODLIGHT fLOW f-10W sMD
85-265V, ∆ 120º, Ra>75, Pf=0.9, 120x95x33mm

3000 K 900 lm EAn 5901812467706

4500 K 945 lm EAn 5901812468192

6000 K 990 lm EAn 5901812467713

30 W
------------------------------

IP65

LED fLOODLIGHT fLOW f-30W sMD
85-265V, ∆ 120º, Ra>75, Pf=0.9, 215x157x38mm

3000 K 2700 lm EAn 5901812467744

4500 K 2875 lm EAn 5901812468215

6000 K 3050 lm EAn 5901812467751

20 W
------------------------------

IP65

LED fLOODLIGHT fLOW f-20W sMD
85-265V, ∆ 120º, Ra>75, Pf=0.9, 170x127x35mm

3000 K 1800 lm EAn 5901812467720

4500 K 1860 lm EAn 5901812468208

6000 K 1920 lm EAn 5901812467737

50 W
------------------------------

IP65

LED fLOODLIGHT fLOW f-50W sMD
85-265V, ∆ 120º, Ra>75, Pf=0.9, 252x190x43mm

3000 K 4500 lm EAn 5901812467768

4500 K 4825 lm EAn 5901812468222

6000 K 5150 lm EAn 5901812467775

for 
outdoor 

use

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

fLOODLIGHT LED fLOW f SMD 

FLOODLIGHT LED FLOW F SMD 
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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LED fLOODLIGHT fLOW M - technical parameters

10 W
------------------------------

IP65

LED fLOODLIGHT fLOW M-10W sMD
85-265V, ∆ 120º, Ra>75, Pf=0.9, 120x155x33mm

3000 K 900 lm EAn 5901812467799

4500 K 945 lm EAn 5901812468239

6000 K 990 lm EAn 5901812467805

30 W
------------------------------

IP65

LED fLOODLIGHT fLOW M-30W sMD
85-265V, ∆ 120º, Ra>75, Pf=0.9, 215x217x38mm

3000 K 2700 lm EAn 5901812467836

4500 K 2875 lm EAn 5901812468253

6000 K 3050 lm EAn 5901812467843

20 W
------------------------------

IP65

LED fLOODLIGHT fLOW M-20W sMD
85-265V, ∆ 120º, Ra>75, Pf=0.9, 170x187x35mm

3000 K 1800 lm EAn 5901812467812

4500 K 1860 lm EAn 5901812468246

6000 K 1920 lm EAn 5901812467829

50 W
------------------------------

IP65

LED fLOODLIGHT fLOW M-50W sMD
85-265V, ∆ 120º, Ra>75, Pf=0.9, 252x260x43mm

3000 K 4500 lm EAn 5901812467850

4500 K 4825 lm EAn 5901812468260

6000 K 5150 lm EAn 5901812467867

with 
motion sensor

for 
outdoor 

use
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PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

fLOODLIGHT LED fLOW M SMD 

FLOODLIGHT LED FLOW M SMD 
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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LED FLooDLight sLiM F - technical parameters

10 W
------------------------------

IP65

LED FLooDLight sLiM F-10W SMD
180-240V, ∆ 120º, Ra>70, Pf=0.9, 115x85x26 mm

6000 K 820 lm EAn 5901812468277

20 W
------------------------------

IP65

LED FLooDLight sLiM F-20W SMD
180-240V, ∆ 120º, Ra>70, Pf=0.9, 162x120x26mm

6000 K 1640 lm EAn 5901812468284

30 W
------------------------------

IP65

LED FLooDLight sLiM F-30W SMD
180-240V, ∆ 120º, Ra>70, Pf=0.9, 200x145x26mm

6000 K 2460 lm EAn 5901812468291

for 
outdoor 

use

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

FLooDLight LED sLiM F sMD 

FLOODLIGHT LED SLIM F SMD 
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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IP40
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use
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LED g24 PL - technical parameters

10 W
------------------------------

IP40

LED G24 PL 10W
220-240V, ∆ 360º, Ra>80, Pf=0.5, 35x35x140 mm

3000 K 1000 lm EAn 5901812467911
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PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED g24 PL

LED G24 PL
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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IP65

for 
indoor 

use
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MAXcLoUD LED sMD - technical parameters

H

Ø

The product is certified by UL

Produkt posiada certyfikat bezpieczeństwa 
wydany przez UL

high-quality power supply supplied by Mean 
Wel

Wysokiej jakości zasilacz dostarczony przez 
firmę Mean WellMean Wel

50 W
------------------------------

120W  IP20

LED MAXCLOUD 50W SMD
100-240 V, ∆ 120º, Ra>80, Pf=0.93 ø383,5x193mm

5000 K 6250 lm EAn 5901812466037

70 W
------------------------------

160W  IP65

LED MAXCLOUD 70W SMD
100-240V, ∆ 120º, Ra>80, Pf=0.9, ø383,5x193mm

5000 K 8750 lm EAn 5901812469939

100 W
------------------------------

250W  IP65

LED MAXCLOUD 100W SMD
100-240V, ∆ 120º, Ra>80, Pf=0.9, ø383,5x193mm

5000 K 13000 lm EAn 5901812466044

120 W
------------------------------

350W  IP65

LED MAXCLOUD 120W SMD
100-240V, ∆ 120º, Ra>80, Pf=0.9, ø383,5x193mm

5000 K 15600 lm EAn 5901812469946


















150 W
------------------------------

500W  IP65

LED MAXCLOUD 150W SMD
100-240 V, ∆ 120º, Ra>80, Pf=0.93 ø383,5x193mm

5000 K 19500 lm EAn 5901812466051

200 W
------------------------------

700W  IP65

LED MAXCLOUD 200W SMD
100-240V, ∆ 120º, Ra>80, Pf=0.9, ø383,5x203mm

5000 K 26000 lm EAn 5901812466068

240 W
------------------------------

800W  IP65

LED MAXCLOUD 240W SMD
100-240V, ∆ 120º, Ra>80, Pf=0.9, ø383,5x203mm

5000 K 32400 lm EAn 5901812466075

300 W
------------------------------

1000W  IP65

LED MAXCLOUD 300W SMD
100-240V, ∆ 120º, Ra>80, Pf=0.9, ø383,5x203mm

5000 K 40500 lm EAn 5901812466082

cUstoM MADE PRoDUcts
TOWAR NA ZAMÓWIENIE

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

MAXCLOUD LED SMD 120º

MAXCLOUD LED SMD
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion



39MAX-LED Lighting Technologies - PRODUCTS CATALOGUE 2017

115
lm/W

IP65

M
AX

CL
OU

D 
LE

D 
SM

D

MAXCLOUD LED SMD

5 years warranty
To ensure our customers about failsafety and reliability of MAX-LED lighting we extended 

the warranty on this product for 5 years.

FITTING ELEMENTS

ALUMINIUM BODY
Body made of high quality aluminium performs a 
radiator function.

MEANWELL QUALITY DRIVER
Power supply type approved global manufacturer. 

WATER PROTECTION IP65

LED NICHIA

Diffuser of tempered glass.External screws are made of high quality stain-
less steel.

Waterproof gasket for dual protection guarantee 
the required security.

LED sMD from a reputable manufacturer. 
Optimum light Pf> 0.98.

STRONG PROTECTION

gwarancja 5 lat
 Chcąc zapewnić naszych Klientów o bezawaryjności i niezawodności oświetlenia sygno-

wanego logo MAX-LED, wydłużyliśmy gwarancje na ten produkt do 5 lat.

eleMenTY MonTAŻoWe

ALUMINIOWY KORPUS
Korpus obudowy wykonany z wysokiej jakości sto-
pu aluminium, pełni role radiatora aby efektywnie 
odprowadzić ciepło.

ZASILACZ MEAN WELL
Zasilacz typu uznanego światowego producenta. 

Szczelność ip65 

DIODY NICHIA

Dyfuzor z hartowanego szkłaŚruby zewnętrzne wykonane z wysokiej jakości 
stali nierdzewnej.

Wodoszczelna uszczelka o podwójnym zabezpie-
czeniu gwarantuję wymagane zabezpieczenie.

Dioda typu sMD od renomowanego pro-
ducenta. Optymalne parametry świetlne 
Pf>0,98.

MOCNA OCHRONA



40 MAX-LED Lighting Technologies - PRODUCTS CATALOGUE 2017

IP65
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LED HIGHRACK SMD - technical parameters

L

W:137xH:102 mm

The product is certified by UL

Produkt posiada certyfikat bezpieczeństwa 
wydany przez UL

high-quality power supply supplied by Mean 
Wel

Wysokiej jakości zasilacz dostarczony przez 
firmę Mean WellMean Wel
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cUstoM MADE PRoDUcts
TOWAR NA ZAMÓWIENIE

30 W
------------------------------

100W  IP65

HIGHRACK LED 30W SMD
100-240 V, ∆ 120º, Ra>80, Pf=0.93, L:280mm

5000 K 3600 lm EAn 5901812469878

60 W
------------------------------

150W  IP65

HIGHRACK LED 60W SMD
100-240 V, ∆ 120º, Ra>80, Pf=0.93, L:486mm

5000 K 7500 lm EAn 5901812469885

90 W
------------------------------

230W  IP65

HIGHRACK LED 90W SMD
100-240 V, ∆ 120º, Ra>80, Pf=0.93, L:718mm

5000 K 11250 lm EAn 5901812469892

120 W
------------------------------

350W  IP65

HIGHRACK LED 120W SMD
100-240 V, ∆ 120º, Ra>80, Pf=0.93, L:948mm

5000 K 15000 lm EAn 5901812469908

150 W
------------------------------

500W  IP65

HIGHRACK LED 150W SMD
100-240 V, ∆ 120º, Ra>80, Pf=0.93, L:1178mm

5000 K 18000 lm EAn 5901812469915

180 W
------------------------------

650W  IP65

HIGHRACK LED 180W SMD
100-240 V, ∆ 120º, Ra>80, Pf=0.93, L:718xW275 mm

5000 K 21600 lm EAn 5901812469922

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

HIGHRACK LED SMD 40º-130º

HIGHRACK LED SMD 
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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115
lm/W

IP65
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HIGHRACK LED SMD 

5 years warranty
To ensure our customers about failsafety and reliability of MAX-LED lighting we extended 

the warranty on this product for 5 years.

IP65 

FITTING ELEMENTS

NICHIA DIODES

ALUMINIUM PLATE

Waterproof gasket for dual protection guarantee 
the required security.

External screws are made of high quality stain-
less steel.

LED sMD from a reputable manufacturer.thanks 
to the special lenticular design with 92% perma-
bility, we received a lamp with optimal lighting 
paranmeters.

Plate made of aluminium aloy- anticorrosive, re-
sistant to the weather conditions.

ALUMINIUM BODY
Body made of high quality aluminium performs  
a radiator function.

MEAN WELL QUALITY DRIVER
Power supply type approved global manufacturer.

gwarancja 5 lat
 Chcąc zapewnić naszych Klientów o bezawaryjności i niezawodności oświetlenia sygno-

wanego logo MAX-LED, wydłużyliśmy gwarancje na ten produkt do 5 lat.

Szczelność ip65 

eleMenTY MonTAŻoWe

DIODY NICHIA

AlUMinioWA pŁYTA

Wodoszczelna uszczelka o podwójnym zabezpie-
czeniu gwarantuję wymagane zabezpieczenie.

Śruby zewnętrzne wykonane z wysokiej jakości 
stali nierdzewnej.

Dioda typu sMD od renomowanego producenta. 
Optymalne parametry świetlne, dzięki specjalnej 
konstrukcji soczewkowej o przepuszczalności 
92%.

Płyta ze stopu aluminium odporna na warunki 
atmosferyczne, antykorozyjna.

ALUMINIOWY KORPUS
Korpus obudowy wykonany z wysokiej jakości sto-
pu aluminium, pełni role radiatora aby efektywne 
odprowadzić ciepło.

ZASILACZ MEAN WELL
Zasilacz typu uznanego światowego producenta. 
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LED stREEt LAMPs coB - technical parameters
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Ø

H

The product is certified
by tÜV Rheinland

Produkt posiada certyfikat jakości
wydany przez TÜV Rheinland

The product has a quality certificate 
issued by sgs

Produkt posiada certyfikat jakości
wydany przez SGS

high-quality power supply supplied by 
Mean Wel

Wysokiej jakości zasilacz dostarczony 
przez firmę Mean Well

for 
outdoor 

use

0
1460
2921
4391
5842
7303

c30-c210c0-c180 c60-c240

30/60/80/120/150W  2,5/2,5/3,8/5,0/7,5 [kg]













cUstoM MADE PRoDUcts
TOWAR NA ZAMÓWIENIE

30 W
------------------------------

IP65

LED STREET LAMP 30W COB
100-240 V, ∆ 135º, Ra>75, Pf=0.98, 500x214x81x50

6000 K 2700 lm EAn 5901812465917

60 W
------------------------------

IP65

LED STREET LAMP 60W COB
100-240 V, ∆ 135º, Ra>75, Pf=0.98, 500x214x81x50

6000 K 5700 lm EAn 5901812465788

80 W
------------------------------

IP65

LED STREET LAMP 80W COB
100-240 V, ∆ 135º, Ra>75, Pf=0.98, 620x260x101x65

6000 K 7600 lm EAn 5901812465351

120 W
------------------------------

IP65

LED STREET LAMP120W COB
100-240 V, ∆ 135º, Ra>75, Pf=0.98, 720x280x112x65

6000 K 11400 lm EAn 5901812465368

150 W
------------------------------

IP65

LED STREET LAMP150W COB
100-240 V, ∆ 135º, Ra>75, Pf=0.98, 880x340x122x65

6000 K 15000 lm EAn 5901812465375

C

A

B

A

B CLED STREET LAMP: 150W            120W            80W, 60W, 30W

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED stREEt LAMPs coB

LED STREET LAMPS COB
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion

UsL-1

UsL-2

RotAtionAL ADAPtER UsL-1
EAn 5901812466211

siMPLE ADAPtER UsL-2
EAn 5901812466204

+45º

1º

-45º
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115
lm/W

IP65 IK08

ZASILACZ MEAN WELL
ALUMINIOWY KORPUS

Zasilacz uznanego światowego producenta. 
Konstrukcja dwukomorowa umożliwiająca łatwą 
wymianę zasilacza w przypadku jego awarii.

Korpus obudowy wykonany z wysokiej jakości aluminium. Od-
lewany jest ciśnieniowo dodatkowo pokryty malarską powłoką 
proszkową zabezpieczającą przed wpływami atmosferycznymi. 
Lampa posiada pierwszą klasę izolacji.

LE
D 

ST
RE

ET
 L

AM
PS

 C
OB

LED STREET LAMPS COB
NO GLARE EFFECT

Unwanted state of the process of vision, defined as the sensa-
tion caused by bright surfaces occurring in the field of view. Glare 
causes a feeling of discomfort and inconvenience of view. Plus it 
can lead to reducing the ability of recognizing objects or details.

STABILIZATION
With the corrugated surface of the lamp body, the surface 

exposed to the wind is very small – 0.08m². As a result, during 
windy weather highly placed lamps will be stable.

DRAINAGE
A very important advantage of our street lamp is to re-

moving water from the surface of the body. As a result, 
the lamp is not susceptible to damage and can serve as  
a road lighting for many years.

VENTILATION
Our LED fixture is designed  to perfectly removed heat from 

the power supply and the light source. As a result, the lamp life is 
not shortened by excessive heat.

BrAk efekTU olśnieniA
Niepożądanego stanu procesu widzenia, definiowanego jako 

doznanie wywołane jaskrawymi powierzchniami występującymi 
w polu widzenia. Olśnienie powoduje uczucie niewygody widze-
nia. Ponadto powodować może obniżenie zdolności rozpoznawa-
nia szczegółów, lub przedmiotów.

STABILIZACjA
Dzięki karbowanej powierzchni korpusu lampy, powierzchnia 

narażona na wiatr jest bardzo mała - 0.08m². Dzięki temu, pod-
czas wietrznej pogody wysoko postawione lampy będą stabilne. 

ODPROWADZENIE WODY
Bardzo ważną zaletą naszej lampy ulicznej jest odprowadzanie 

wody z powierzchni korpusu. Dzięki temu lampa nie jest podatna 
na uszkodzenia i może służyć jako oświetlenie dróg przez długie 
lata.

WENTYLACjA
Nasza oprawa LED skonstruowana jest w taki sposób, aby 

idealnie odprowadzała ciepło z zasilacza, oraz źródła światła. 
Dzięki temu żywotność lampy nie skraca się poprzez nadmierne 
nagrzewanie.

MEAN WELL POWER SUPPLY

ip65, ik08

FITTING ELEMENTS

ALUMINIUM BODY

BRIDGELUX DIODE

Power supply produced by a recognized global 
manufacturer. Dual-chamber design allows easy 
replacement of the power supply in case of failure.

closed, flat, tempered glass chamber with an  impact resistance 
IK08. Use of high grade gasket ensures tightness level IP65.

External screws are made of high quality stain-
less steel.

the body of the housing is made of high quality aluminum. it’s 
diecast and additionally coated with paint powder coating to 
protect against the weather. The lamp has a first class insulation.

Diodes from a reputable manufacturer.thanks to 
the special lenticular design we obtain an optimal 
parameters.

eleMenTY MonTAŻoWe
Śruby zewnętrzne wykonane z wysokiej jakości 
stali nierdzewnej.

Szczelność ip65 , odporność ik08DIODA BRIDGELUX
Komora zamknięta płaskim kloszem z wandaloodpornego szkła 
hartowanego o odporności udarowej IK08, szczelności IP65. 

Dioda typu coB od renomowanego producenta. 
Optymalne parametry świetlne, dzięki specjalnej 
konstrukcji soczewkowej.
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IP20

0
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3000

c0-c270

< 0,2s

50000 h

< 2s

20000 

< 2s

180

0
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300

240 120

60

330 30

210 150

E27 t-BULB LED sMD - technical parameters

E40 t-BULB LED sMD - technical parameters

Ø

L

for 
outdoor 

use

40 W
------------------------------

E27  IP40

LED STREET T-BULB E27 SMD 40W
180-240 V, ∆ 160º, Ra>80, Pf=0.5, ø80x200 mm

4000 K 3200 lm EAn 5901812467683

80 W
------------------------------

E40  IP40

LED STREET T-BULB E40 SMD 80W
180-240 V, ∆ 160º, Ra>80, Pf=0.5, ø100x255 mm

4000 K 6400 lm EAn 5901812467690





incLUDEDE E27 to E40 ADAPtER
W ZESTAWIE PRZEJŚCIÓWKA  Z E27 NA E40

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED stREEt LAMPs LED t-BULB 

STREET LAMPS LED T-BULB 
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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IP20

for 
indoor 

use

Ø

L
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40
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< 0,2s

50000 h

< 2s

20000 

< 2s

180

0
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300

240 120

60

330 30

210 150

AR111 sMD g53 12V - technical parameters

Es111 sMD gU10 230V - technical parameters

14 W
------------------------------

75W

LED ES111  14W SMD
170-260 V, ∆ 25º, Ra>80, Pf=0.5, ø111x69 mm

4500 K 1100 lm EAn 5901812464989

B

A

A B LED Es111 170-260V                   LED AR111 12V Ac/Dc  

 T-
BU

lB
 |A

r1
11

, e
S1

11

14 W
------------------------------

75W

LED AR111 14W SMD
12V AC/DC, ∆ 25º, Ra>80, Pf=0.7, ø111x69 mm

4500 K 1100 lm EAn 5901812464972

PRoDUcER oF LEDs

Economy class

Starting time

Lifespan

Warm up time
(60 %)

Number of
switching cycles

Warm up time
(95 %)

LED BULBs AR111, Es111 sMD

LED AR111, ES111 SMD
coMMon tEchnicAL PARAMEtERs DiAgRAM oF Light intEnsitY DistRiBUtion
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IP20

for 
indoor 

use

LED Power supply EA - technical parameters

±5% 47~63Hz

0ºC ~ +40ºC

6 W
------------------------------

12V  IP20

LED POWER SUPPLy mini 6W/12V
( LxHxD ) 40x36x15 mm

100 - 240 V Ac oUt
12 V / 0,5 A EAn 5901812461728

15 W
------------------------------

12V  IP20

LED POWER SUPPLy 15W/12V
( LxHxD ) 80x50x60 mm

100 - 240 V Ac oUt
12 V / 1,25 A EAn 5901812460554

30 W
------------------------------

12V  IP20

LED POWER SUPPLy 30W/12V
( LxHxD ) 85,5x35,5x25,7 mm

100 - 240 V Ac oUt
12 V / 3,15 A EAn 5908246771997

60 W
------------------------------

12V  IP20

LED POWER SUPPLy 60W/12V
( LxHxD ) 121x60x34,5 mm

100 - 240 V Ac oUt
12 V / 5 A EAn 5908246771447

Economy class

LED POWER SUPPLY EA 
coMMon tEchnicAL PARAMEtERs

Tolerance

Work temperature

Frequency range of input voltage

COMPLIANCE WITH STANDARDS:

• UL60950-1 
• IEC60950-1 
• UL/CUL 
• TUV 
• CE 
• CB

• Universal input voltage range

• Protections: Short circuit / over voltage

• Low cost, high reliability

• Plug the DC 2.1/5.5 mm

• Complies with the RoHS Directive
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IP67

for 
indoor 

use

LED Power supply iP67 - technical parameters

±5% 47~63Hz

-30ºC ~ +60ºC

LE
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15 W
------------------------------

12V  IP67

LED WATERPROOf POWER SUPPLy 15W
( LxHxD ) 140x30x21 mm

in
90~250 V Ac

oUt
12 V / 1,5 A EAn 5901812460066

30 W
------------------------------

12V  IP67

LED WATERPROOf POWER SUPPLy 30W
( LxHxD ) 218 x30x20 mm

in
170~250 V Ac

oUt
12 V / 2,5 A EAn 5908246771607

45 W
------------------------------

12V  IP67

LED WATERPROOf POWER SUPPLy 45W
( LxHxD ) 820x268x30 mm

in
170~250 V Ac

oUt
12 V / 3,75 A EAn 5901812460073

100 W
------------------------------

12V  IP67

LED WATERPROOf POWER SUPPLy 100W
( LxHxD ) 240x71,2x25 mm

in
170~250 V Ac

oUt
12 V / 8,33 A EAn 5901812460530

60 W
------------------------------

12V  IP67

LED WATERPROOf POWER SUPPLy 60W
( LxHxD ) 180x71,2x45 mm

in
170~250 V Ac

oUt
12 V / 5 A EAn 5901812460080

150 W
------------------------------

12V  IP67

LED WATERPROOf POWER SUPPLy 150W
( LxHxD ) 230x127x58 mm

in
170~250 V Ac

oUt
12 V / 12,5 A EAn 5901812460547

Economy class

coMMon tEchnicAL PARAMEtERs

LED POWER SUPPLY WATERPROOF

Tolerance

Work temperature

Frequency range of input voltage

COMPLIANCE WITH STANDARDS:

• UL60950-1; 
• TUV EN60950-1; 
• EMC; EN55022; 
• en61000-3-2,-3; 
• en61000-4-2,3,4,5,6,8,11; enV50204; 
• EN61000-6-2 (EN50082-1)(35~150W)

• Universal AC input voltage range

• Ingress Protection Rating IP67

• Overvoltage protection: automatic return to normal work after 

the disappearance of interferencel

• Overload protection: up to 10% automatic return to normal work 

after the disappearance of interference

• Isolation resistance: IN/OUT 1,5 KVAC IN/casing 1,5 KVAC

• High efficiency

• Tested under full load

• Cooled by free air convection

• Complies with the RoHS Directive
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IP20

for 
indoor 

use

LED Modular Power supply - technical parameters

±5% 47~63Hz

0ºC ~ +40ºC

15 W
------------------------------

12V  IP20

LED MODULAR POWER SUPPLy 15W/12v
( LxHxD ) 62,5x28x51 mm

in 
200~240 V Ac

oUt
12 V / 1,3 A EAn 5901812460578

25 W
------------------------------

12V  IP20

LED MODULAR POWER SUPPLy 25W/12v
( LxHxD ) 78x28x51 mm

in 
88~230 V Ac

oUt
12 V / 2 A EAn 5901812460011

35 W
------------------------------

12V  IP20

LED MODULAR POWER SUPPLy 35W/12v
( LxHxD ) 99x35x82 mm

in 
88~230 V Ac

oUt
12 V / 3 A EAn 5901812460028

50 W
------------------------------

12V  IP20

LED MODULAR POWER SUPPLy 50W/12v
( LxHxD ) 99x36x97 mm

in 
88~230 V Ac

oUt
12 V / 5 A EAn 5901812460035

75 W
------------------------------

12V  IP20

LED MODULAR POWER SUPPLy 75W/12v
( LxHxD ) 129x38x98 mm

in 
88~230 V Ac

oUt
12 V / 6 A EAn 5901812460561

100 W
------------------------------

12V  IP20

LED MODULAR POWER SUPPLy 100W/12v
( LxHxD ) 159x38x97 mm

in 
88~230 V Ac

oUt
12 V / 8,33 A EAn 5901812460523

150 W
------------------------------

12V  IP20

LED MODULAR POWER SUPPLy 150W/12v
( LxHxD ) 199x38x98 mm

in 
230 V Ac

oUt
12 V / 12,5 A EAn 5901812460042

Economy class

LED POWER SUPPLY RS/LRS
coMMon tEchnicAL PARAMEtERs

Tolerance

Work temperature

Frequency range of input voltage

COMPLIANCE WITH STANDARDS:

• UL60950-1
• TUV EN60950-1
• EMC; EN55022
• en61000-3-2,-3
• en61000-4-2,3,4,5,6,8,11
• ENV50204
• EN61000-6-2 (EN50082-1)(35~150W)

• Universal AC input voltage range

• Status LED Indicator

• Protections: short circuit, over voltage, overload , 

thermal (Rs -15)

• Resistance to input. stroke voltage 300V AC for 5s 

• Tested under full load

• Cooled by free air convection

• Tested on 5G mechanical stress

• Wide operating temperature range (up to 70 ºC)

• Contain high temperature (10% ºC) capacitors 

long-life electrolytic
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IP20

for 
indoor 

use

LED Transformers ETZ - technical parameters

±5% 47~63Hz

-30ºC ~ +60ºC
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50 W
------------------------------

12V  IP20

LED TRANSfORMER 50W/12V
( LxHxD ) 95x27,5x41,5 mm

in
230 V / 0,22 A

oUt
11,5 V / 4,3 A EAn 5903669027041

60 W
------------------------------

12V  IP20

LED TRANSfORMER 60W/12V
( LxHxD ) 95x27,5x41,5 mm

in
230 V / 0,27 A

oUt
11,5 V / 5,2 A EAn 5903669027058

70 W
------------------------------

12V  IP20

LED TRANSfORMER 70W/12V
( LxHxD ) 95x27,5x41,5 mm

in
230 V / 0,32 A

oUt
11,5 V / 6 A EAn 5903669026990

105 W
------------------------------

12V  IP20

LED TRANSfORMER 105W/12V
( LxHxD ) 108x33x44 mm

in
230 V / 0,46 A

oUt
11,5 V / 9,1 A EAn 5903669027003

150 W
------------------------------

12V  IP20

LED TRANSfORMER 150W/12V
( LxHxD ) 167x38,5x52,5 mm

in
230 V / 0,65 A

oUt
11,5 V / 13 A EAn 5903669027010

250 W
------------------------------

12V  IP20

LED TRANSfORMER 250W/12V
( LxHxD ) 167x38,5x52,5 mm

in
230 V / 1,1 A

oUt
11,5 V / 22 A EAn 5903669071518

Economy class

coMMon tEchnicAL PARAMEtERs

LED TRANSFORMERS ETZ

Tolerance

Work temperature

Frequency range of input voltage

COMPLIANCE WITH STANDARDS:

• EN 61347-1; 
• EN 61347-2-2; 
• EN 61547; 
• EN 55015; 
• EN 61000-3-2; 
• EN 60598

• System that ensures cooperation with dimmers

• Short circuit protection

• Overload protection (yes >200% Pn)

• Temperature protections

PRoDUcER
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for 
indoor 

use

LED PRoFiLEs - technical parameters

t10
------------------------------

PRoFiL LED - t10 
0,5 m W12,5xL18 mm EAn 5901812460707

1 m W12,5xL18 mm EAn 5908246771928

2 m W12,5xL18 mm EAn 5901812460769

t13
------------------------------

PRoFiL LED - t13
0,5 m W20xL8 mm EAn 5901812460714

1 m W20xL8 mm EAn 5908246771935

2 m W20xL8 mm EAn 5901812460776

t14
------------------------------

PRoFiL LED - t14
0,5 m W18xL3,8 mm EAn 5901812460721

1 m W18xL3,8 mm EAn 5908246771942

2 m W18xL3,8 mm EAn 5901812460783

t15
------------------------------

PRoFiL LED - t15 
0,5 m W24xL7 mm EAn 5901812460738

1 m W24xL7 mm EAn 5908246771959

2 m W24xL7 mm EAn 5901812460790

t18
------------------------------

PRoFiL LED - t18
0,5 m W20xL16 mm EAn 5908246770745

1 m W20xL16 mm EAn 5908246771966

2 m W20xL16 mm EAn 5901812460806

LED PROFILE T13 

MATERIAL: 
Anodized aluminum
APPLICATION:
To be mounted on a flat 
surface.

LED PROFILE T15

MATERIAL: 
Anodized aluminum
APPLICATION:
To put in a piece 
of furniture.

LED PROFILE T10

MATERIAL: 
Anodized aluminum
APPLICATION:
To the imposition on 6 mm 
thick glass.

LED PROFILE T14

MATERIAL: 
Aluminum
APPLICATION:
To stiffen the LED tape / as  
a supplement to T13 LED.

LED PROFILE T18

MATERIAL: 
Anodized aluminum
APPLICATION:
corner profile 60º.

LED Profile T
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for 
indoor 

use

ADAPtERs - FRoM gU10

ADAPtERs -FRoM E14

ADAPtERs -FRoM E27

gU10
------------------------------

E27

gU10 - E27
(øxL)  ø34x57 mm

EAn 5901812463623

E14
------------------------------

GU10

E14 - gU10
(øxL1xL2)  ø35x29x50 mm

EAn 5901812463661

gU10
------------------------------

E14

gU10 - E14
(øxL)  ø29x40 mm

EAn 5901812463609

E14
------------------------------

E27

E14 - E27
(øxL)  ø39,3x64 mm

EAn 5901812463630

E27
------------------------------

G9

E27 - g9
(øxL1xL2)  ø28x36,5x46 
mm

EAn 5901812463654

E27
------------------------------

GU10

E27 - gU10
(øxL)  ø35x53 mm

EAn 5901812463616

E27
------------------------------

E14

E27 - E14
(øxL)  ø28x42,5 mm

EAn 5901812463647
A1 A1 B1 B2 C1 C2 C3gU10/E27           gU10/E14           E14/gU10             E14/E27             E27/g9            E27/gU10             E27/E14       

C1

B1

A1

C2

B2

A2

C3
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LED Adapters
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POLAND

GRUPA MAROX SP. Z O.O. SP.K.
32-600 ośWiĘciM Ul. GoSpodArczA 24
TEL.: +48 33 876 28 11
MOB.: +48 792 703 703
SKLEP@MAX-LED.PL
HURT@MAX-LED.PL
WWW.MAX-LED.PL

CZECH REPUBLIC

SANDRIA SPOL.S R.O.
ŽlUTAVA 5, nApAJedlA 763 61
TEL.: 00420/577945854
SANDRIA@SANDRIA.CZ
WWW.MAX-LED.CZ

ESTONIA

SULAREK KAUBANDUS Oü
VõRU 163-1
50115 TARTU
TEL. +37256577649

LITHUANIA

UAB „ELGRANDAS”
SAVAnoriU pr. 192 / zeMGUlio G.2,
kAUnAS, lT-44151, lieTUVA.
TEL. +370 37 330373
M: +370 608 47787
IMPORT@ELGRANDAS.LT
WWW.ELGRANDAS.LT

HUNGARY

GAZDAFI- ELECTRONIC KFT.
FUTO U. 59
3508 MISKOLC
TEL. +36 70 507 2065
ISTVAN@GAZDAFI.COM
WWW.GAEC.HU

GREECE

ΧΟΝ∆ΡΙΚΗ ΠΩΛΗΣΗ
SOCRATOUS 79 & BARKOULI
MATAMORFOSI ATTIKIS
144 51 ATHENS
TEL. +30 210 28 01 220
INFO@ARAPIDIS.GR
WWW.ARAPIDIS.GR

LATVIA

SIA “ENERGY GROUP LV”
riGA, MAzA krASTA 83, lV-1003
TEL./FAX: +371 67281281
jEVGENIjS@ENERGYGROUP.LV  
WWW.ENERGYGROUP.LV

SLOVENIA

MEGA MIŠKA
STANETA SEVERjA 10
2000 MARIBOR
TEL.: +38631010500
SALES.VIENNO@GMAIL.COM
WWW.MEGAMISKA.EU

SLOVAKIA

IMAC S.R.O.
dlHÁ 88c/1006 010 09 ŽilinA - BYTČicA
TEL.: 041/700 32 77-8
MOB.: 0903 542 982-3
IMAC@STONLINE.SK
WWW.MAX-LED.SK

SLOVAKIA

VEREX CENTRáLA LIPTOVSKÝ MIKULáŠ
PRIEMYSELNá 22
03101 LIPTOVSKÝ MIKULáŠ
TEL.: +421 - 44 - 5474711
FAX: +421 - 44 - 5474759
E-MAIL: PREDAj.LM@VEREXELTO.SK

IRELAND

MAX ECO 
29 ROYAL MEADOWS 
KILCOCK CO. KILDARE
TEL.: +353 85 1440412
TEL.: +353 85 1198418
INFO@MAX-LED.IE
WWW.MAX-LED.IE

AUSTRIA, CROATIA, SERBIA, 
BOSNIA AND HERZEGOVINA,
RUmANIA, BULGARIA

ELBACOM ELEKTR. BAUTEILE 
UND COMPONENTEN HANDELSGMBH 
DIVISION MAX-LED

MARKTSTRASSE 1
7152 pAMHAGen, AUSTriA 
TEL.: +43 2236 866 886 - 0 
FAX:  +43 2236 866 886 - 44 
WWW.ELBACOM.COM
MAXLED@ELBACOM.COM

GREECE

ZAGKLE ELENI
UL. KONSTANTINOUPOLEOS 129
104 47 ATHENS
TEL.: 210 88 10945
INFO@MAX-LED.GR
WWW.MAX-LED.GR

PORTUGAL

GRUPAMV
rUA do pico de São João, 2A
9000-192 FUNCHAL - MADEIRA
TEL.: +351 291 754 756
MAXLEDPORTUGAL@GMAIL.COM


